SKF DialSet

Relubrication calculation program

Version 6.0

Features

· SKF DialSet has been designed to help you to set up your SKF automatic lubricators. After selecting the criteria and grease appropriate for your application, the program provides you with the correct settings for your SKF automatic lubricators. It also provides a quick and simple tool for relubrication intervals and quantity calculations. 

· Allows quick calculation of the relubrication intervals based on the operating conditions of your application

· Calculations are based on SKF lubrication theories

· Calculated lubrication intervals depend on the properties of the selected grease, thereby minimising the risk of under- or overlubrication and optimising grease consumption 

· Calculations take into account SKF automatic lubrication systems, grease dispense rates, thus facilitating the selection of the correct lubricator setting 

· Recommended grease quantity depends on the grease replenishment position; side or W33 for optimum grease consumption 

· Includes a complete list of the SKF SYSTEM 24 accessories
System requirements

· Microsoft Windows XP or later

· Graphics display of minimum 1024x768 resolution
· Note: If a previous version of DialSet is already installed on your computer, it is strongly recommended to uninstall it first.
Installation

Unzip ZIP file 
Double-click setup.exe
Follow screen prompts
Please note: 
to use DialSet in Chinese, Thai or Russian, a font is required that supports all these characters. The font used by default by DialSet is "Arial Unicode MS" but that is not a font that is generally available. It comes with Ms Word (2002 and later) and some other Microsoft programs.

To specify a font in DialSet, click Options in the main menu and then "Select font=选择字体=เลือกอักษร=Выберите шрифт".

For more information contact your local SKF company.
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